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Answer all questions in this section.

This experiment is about measuring the refractive index of glass.
A student drew a small cross X on a piece of paper and viewed it from above through
a travelling microscope as shown in Figure 1. A travelling microscope is used to
measure the distance between the microscope and an object that it is focused on.

Figure 1

A _— student’s viewing position

A

| _—— travelling microscope

small cross X

x piece of paper
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II| The student looked at X through the microscope and adjusted the vertical position of
the microscope until a focused image of X was seen. The vertical position /; of the
microscope was measured 5 times and recorded in Table 1.

Table 1
First Second Third Fourth Fifth
reading reading reading reading reading
hi/ mm
91.06 91.04 91.14 91.05 91.11
Calculate h_1 the mean value of /; and its uncertainty Ah_].
[2 marks]

mean = (41.06 + 91.04 + 9114 + 9.0S + 9ll) / S

=455.40 / S = 91.08 mm

uncertainty = half the range = (9114 — 91.04) / 2 = 0.0S mm
h =

9.08

mm

Ah =+ 0.0S

mm

Question 1 continues on the next page

Turn over »
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El The student placed a glass block over X and adjusted the vertical position of the
microscope until a focussed image of X was seen, as shown in Figure 2.

Figure 2
student’s
viewing — A
position -
new position
of travelling
microscope
glass block _
placed on top piece
of cross X I of paper

N E—

The new vertical position of the microscope /4, was recorded, as shown in Figure 3.
The measurements were repeated several times to find /, , the mean value of 4,, and
AE, its uncertainty.

The student then focussed the microscope on the upper surface of the glass block
and recorded /3, the new vertical position of the microscope, as shown in Figure 3.

h_3, the mean value of /3, and Ah_3, its uncertainty, were found.

Figure 3
positonof | | = ________ T K
imageof X = __
position
of X Iy hy hy
[~ | [ -
microscope focussed microscope focussed microscope focussed
on the paper on the image of X on the upper surface

of the block
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Table 2 shows the measurements of h_2 AE, h_3 and Ah_3.

Table 2
h_zlmm Ah_zlmm h_3lmm Ah_3/mm
95.19 +0.04 103.09 +0.06
The thickness ¢ of the glass block is h_3 - h_1
Calculate ¢ and its uncertainty At.
[1 mark]
t=hs—h =103.0% — 9.08 = 12.0] mm
At = Ahs + Ah) = 0.06 + 0.05 = 0.]] mm
t= 12.0] mm
A=+ 0] mm
. The refractive index n of the glass can be calculated from
NnN= ——
hs o hz
Calculate n.
[1 mark]

n =12.01 / (103.09 — 95.19) = 12.0! / 7.90 = 1.52

1.52

Question 1 continues on the next page
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IZl Calculate the percentage uncertainty in your value for n.
[2 marks]

% uncertainty in t = (0.1 /12.01) x 100 = 0.92 %
hs = hy, = 7.90 mm, uncertainty = 0.06 + 0.04 = 0.10 mm
% uncertainty in Chs — hy) = (0.0 / 7.90) x 100 = 1.27 %

% uncertainty in n = 092 +1.27 = 2.2 %

percentage uncertainty inn=+ 2.2 %

E The student changed the position of the block as shown in Figure 4.

Figure 4

M M

| microscope -

microscope

old position . new position

Suggest how the percentage uncertainty in n is reduced by this change.
[2 marks]

The percentage uncertainties in t and in Chs — hy) are reduced, so the

percentage uncertainty in n is reduced.

This is because the thickness t of glass looked through is much larger,

so t and (hs — hy) are larger while the absolute uncertainties in the

readings stay the same.
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A student investigated the extension AL of a rubber band when the tensile force F’
acting on the rubber band was increased.

Figure 5 shows the apparatus used.

Figure 5

support

metre

ruler — |

| rubber band

pointer

D

slotted
masses

Question 2 continues on the next page
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II' Figure 6 shows data from the experiment plotted on a graph.

Draw a best fit line.
[1 mark]

@ The graph is approximately linear between AL = 0.10 m and AL = 0.25 m.

Determine the stiffness of the rubber band in this range.
[2 marks]

from the line: at AL = 010 m, F = 1.49 N, at AL = 0.2S m, F = 3.02 N
stiffness k = AF / ACAL) = (3.02 - 1.49) / (0.25 - 0.10)

k=153/015=102Nm’'

stiffnress= /0.2 Nm'

El Determine the work done in stretching the rubber band between AL = 0.10 m and

AL =0.25 m.
[2 marks]
work done = area under graph between 0.10 m and 0.25 m
= average force x change in extension
=% (1.49 + 3.02) x (0.25 - 0.10)
=22855 %015 = 03387
work done = 0.39 J

Do not write
outside the
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II' Draw a diagram of a circuit that you would use to determine € the emf and r the

[0]3].[2]

internal resistance of a cell.
[1 mark]

b

. cell

®

variable resistor

Describe how you would use the circuit to determine accurate values of € and r.

You should include the following details in your description:

the measurements you would make

the range of values of the independent variable

how you would process and analyse your results to determine € and r
how you would ensure the accuracy of your values of € and r.

[5 marks]

Measure the terminal pd V across the cell with the voltmeter and the

current | with the ammeter.

Vary the variable resistor to obtain at least 6 different pairs of V and |,

with | ranging from about 0.1 A to 1.0 A (so that V ranges from about

0.2 V tol2 V).

Repeat each reading of V and | (by returning to the same resistor

settings) and calculate the mean values.

Plot a graph of V (y-axis) against | (x-axis) and draw a straight line

of best fit. Since V = € — Ir, the intercept on the V axis gives € and

the gradient is —r, so r = — gradient.

For accuracy: check the meters for zero error, open the switch between

readings so the cell does not heat up and change r, and use a large

170
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Do not write
gradient triangle. outside the
E A battery can be made from a number 7 of identical cells connected in parallel.
A student uses the method you have described in question 03.2 to investigate how
€ and r vary with n.
Explain what you would expect the results to show.
[2 marks]
£ is unchanged (independent of n), because cells in parallel all have the
same emf.
r is proportional to 1/n (r = r. / n), because the internal resistances
are in parallel, so the combined internal resistance decreases as n
increases.
8
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An experiment was performed to investigate how the resistance R of a thermistor
varied with absolute temperature 7. Table 3 shows the results.

Table 3

T/K %/xw‘?’ K R/Q In(R / Q)
258 3.876 146 4,984
273 3.663 97 4.578
288 3.472 64 4.159
303 3.300 46 3.829
318 31458 31 3.434
333 3.003 24 3178

|I| The relationship between R and T'is:
B
T

R=Ae

Show that InR= ?Jr In A.

R = AeBT  take natural logs of both sides:
R =1InhA+InCE)

mR=InA+B/T, so nR=B/T +InhA

1
@ Complete Table 3 by calculating values for — and In R.

T

where 4 and B are constants.

[1 mark]

[2 marks]

12
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1 outside the
E Draw on Figure 7 a graph of In R against box

F .
[4 marks]

Figure 7
(R / Q)
$2

3.0 2N yamAp Y 7

4.8

4.6 /

4.2

AN

38

AN

3.4

3.0

3.0 3 3.2 3.3 3.4 3.5 3.6 3.7 3.3 3.9
T /%1073 K!

Question 4 continues on the next page
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14

IZl Determine, from your graph, a value for B.

State an appropriate unit for your answer.
[3 marks]

gradient = (4.95 — 3.27) / ((3.85 = 3.05) x 107)
=168/ 0.380 x 103 = 210 x 103

B = gradient

B= 2. x10°

unitforB= K

El Determine, using your graph, the average change in resistance per degree for
temperatures between 280 K and 300 K.

[3 marks]
280 K: I/T = 3.571 x 10 K, 300 K: I/T = 3.333 x 10 K
from graph: In R = .36 at 280 K and In R = 3.87 at 300 K
R=2e"%=79Q and R =e>¥ =438 Q
average change = (48 — 79) / (300 — 280) = -1.55 Q K!
average change in resistance per degree = —1.6 QK

1 4
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@ Discuss whether or not this thermistor would be suitable for use as a temperature box
sensor in the controls of an air-conditioning system in an office building.
[2 marks]

Not very suitable: offices are kept at about 20 °C to 25 °C (293 K to

298 K), where the resistance only changes by about 1.6 Q per kelvin,

which is a small change for a | K difference, so it is not very sensitive.

Also R does not vary linearly with temperature, so the controls would

need calibrating.

Turn over for the next question

Turn over »

15

stemup.co.uk IB/M/Jan19/PHO5


https://stemup.co.uk

16

Section B

Answer all questions in this section.

Gravitational waves can be produced when black holes collide. The length of
structures can change as gravitational waves pass the Earth.

Figure 8 is a plan view of a gravitational wave detector called the Laser
Interferometer Gravitational-Wave Observatory (LIGO).

Laser light is split to produce two separate beams. Each beam travels down a 5
different tube before reflecting from mirror P or Q. The two tubes are over 4 km
long and are at 90° to each other. Partially-reflecting mirrors R and S make

each light beam travel backwards and forwards along the tubes 280 times

before the light beams finally meet at the detector.

When distances PR and QS are exactly the same, the beams produce 10
destructive interference when they meet at the detector.

When a gravitational wave changes the length of one tube, the path difference
between the beams changes, creating an interference pattern. This allows small
changes in PR and QS to be measured.

The interior of the LIGO is maintained at a very low pressure to prevent any 15
disturbance to the mirrors. There are also damping systems that reduce
unwanted vibrations from local industry, traffic and seismic activity.

Figure 8

not to scale

[ J

P
ESXXSIXN = mirror
4 km
tubes
R / valve\><
K N
laser XX
a Qi

beam splitter detector 4 km
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II| The internal gas pressure is reduced by heating the LIGO from its normal temperature

of 20 °C to 160 °C.
A valve is opened to allow some of the gas to escape.

Use the first law of thermodynamics to explain what happens to the internal energy of
the gas that is heated and escapes through the valve.

[3 marks]
First law: @ = AU + W, where W is the work done by the gas.

When the gas is heated Q is positive (energy is supplied), so U tends

to Increase.

As the gas expands and escapes, work W is done by the gas, which

reduces V.

The escaping gas is hotter than the surroundings so it loses heat to

them. As @ and W are not known, the overall change AU cannot be

deduced.

El The valve is then closed and the LIGO cools to 20 °C. The pressure in the LIGO is

further reduced by another method until it is 1.33 % 107 Pa. The volume of the LIGO
is 1.00 x 10* m’.

Calculate the number of gas molecules remaining in the LIGO.
[3 marks]

T=20+273=293K
pV = NkT so N =pV /[ kT
N = (133 x 107 x 1.00 x 10%) / (1.38 x 10723 x 293)

N =133x102 /4049 x 107 = 3.29 x 10"

number of gas molecules = 3.3 x 10"/

Question 5 continues on the next page
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[0]5].[3]

[0]5].[4]

[0]5].[5]

State one assumption made in your calculation in question 05.2.
[1 mark]

The gas behaves as an ideal gas.

In order to measure very small changes in length, it is important that the LIGO’s
mirrors are not disturbed at all.

Suggest two reasons why removing the air from the LIGO tubes would reduce
disturbance to the mirrors.
[2 marks]

Reason 1 With no air, sound waves (vibrations) cannot travel through

the tubes to disturb the wmirrors.

Reason 2 With no air there are no convection currents to push on and

disturb the mirrors.

A gravitational wave goes through the LIGO. It causes the tube containing mirrors

P and R to change in length. This change in length results in the light beams meeting
at the detector to produce constructive interference.

Assume that only the distance PR changes.

Explain how an increase in distance PR causes constructive interference at the
detector.
[3 marks]

Constructive interference happens when the waves meet in phase, i.e.

the path difference is a whole number of wavelengths; destructive

interference happens when they meet in antiphase.

Initially PR = QS and the beams meet in antiphase, giving destructive

interference.

Increasing PR increases the path travelled by that beam. When the path

difference changes by N\/2 the beams meet in phase, so constructive

interference occurs at the detector.

1 8
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@ The LIGO uses infrared radiation of wavelength 1.06 x 10°° m.

Calculate the minimum increase in distance PR that would cause constructive
interference to occur at the detector.
Assume the distance QS does not change.

[2 marks]
path difference must change by \/2
light travels PR 2 x 280 = S60 times, so S60 APR = \/2
APR = 1.06 x 10 / (2 x $60) = 9.96 x 107" m
minimum increase in PR=_ 9.5 x 107" m

. Damping systems are used to reduce disturbance of the LIGO due to vibrations
(lines 16—17 on page 16).

Explain what is meant by damping.
[2 marks]

Damping is the removal of energy from an oscillating system, which

reduces the amplitude of the oscillations.

The energy is removed by work done against resistive (frictional) forces.

. There are two LIGOs, 3000 km apart in the USA.

Suggest how measurements from the two LIGOs could help to improve the validity of
measurements when a gravitational wave passes the Earth.

[2 marks]

Simultaneous readings from both LIGOs can be compared: a signal seen

at only one is a purely local effect (traffic, seismic) and can be

eliminated.

A gravitational wave detected separately by both detectors confirms the

measurement is genuine.

Do not write
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box
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Figure 9 shows a tidal turbine generator (TTG). The TTG operates in a similar way to
a wind turbine generator (WTG). A fluid moves over the turbine blades, making them

rotate. The turbine extracts some of the kinetic energy from the fluid.

sea surface

blade

sea bed

Figure 9

tidal turbine generator (TTG)

Table 4 shows data fora TTG and a WTG.

Table 4
TTG WTG
Fluid seawater air
Density of fluid, p / kg m™ 1030 1.23
Blade length, / m 8 50
Mean speed of fluid, v/ m s ! 3.8 8.5
Mean number of hours 20 18

per day of operation

2 0
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Do not write
outside the
II| The power P available to a TTG or WTG from the moving fluid is given by: box

1 2 3
= —7xr’pv
5 P

16
In practice, no more than EP can be extracted from the fluid by a turbine.

Explain why not all of the kinetic energy of a moving fluid can be extracted by a

turbine.
[2 marks]

If all of the kinetic energy were removed from the fluid, the fluid would

become stationary at the turbive.

Stationary fluid would block the movement of more fluid into the

turbine, so the flow would stop.

@ Compare the total energy that can be extracted from the moving fluid in one day by
the TTG and the WTG.

Use data from Table 4.
[4 marks]

TTG: P = 470 x 82 x 1030 x 3.8 = 5§68 x 10° W

energy = 16/27 x $.68 x 106 x 20 x 3600 = 2.42 x 10" 7
WTG: P = Vomm x §0° x 1.23 x 8.5% = 2,97 x 10° W
energy = 16/27 x 2.97 x 10° x 18 x 3600 = 114 x 10" J

ratio = 2.42 x 10" / 114 x 10" = 2.

So the TTG can extract about twice as much energy per day as the

WTG (2.2 x 10" J compared with 119 x 10" 7), even though its blades

are much shorter, because seawater is far denser than air.

Question 6 continues on the next page
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El Tides happen because of the gravitational effect of the Moon.

E Explain the effect of an increase in R on the orbital period of the Moon.

The radius R of the Moon'’s orbit around the Earth is 3.85 x 10° m.
High tides in the Earth’s oceans exert a force on the Moon that causes R to increase
by 3.8 cm in one year.

Show that the work needed to increase R by 3.8 cm is approximately 8 x 10'® 7.
For this calculation, assume that there is no change in the Moon’s kinetic energy.

mass of the Moon = 7.35 x 10* kg
[3 marks]

F = GMm / R?
F=667x10"x 597 x 10°% x 7.35 x 10?2 / (3.85 x 10%)?
F =293 x10* /1.48 x 107 = 1.97 x 10*° N

work done = force x distance moved = 1.97 x 10?° x 0.038

\

work done = 7.5 x 102 7 = 8 x 10'% J

[2 marks]

The orbital period T increases.

Gravity provides the centripetal force: mrw® = GMm/r, so w? = GM/r?

and T? = 41°r*/6M (T? « r?, Kepler's third law). A larger R gives a

smaller w and a longer T.

2 2
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Do not write
E The overall effect of increasing R is to increase the Moon’s angular momentum. Ours‘;gi "
Explain how this will affect the length of an Earth day.
[2 marks]
The length of an Earth day increases (the Earth's angular velocity
decreases).
Angular momentum of the Earth and Moon system is conserved, so if
the Moon gains angular momentum the Earth must lose angular
momentum and rotate more slowly. 13

Turn over for the next question
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Figure 10 shows an ionisation smoke detector. It has a small chamber containing two
electrodes and a source of alpha particles.

The chamber walls have many small holes in them to allow air and smoke to pass
through.

Figure 10

americium—241 source ——====--=---------------;

chamber wall —_

electrode———_ ' |

,,,,,,,,,,,,,,,,,,,,,,,,

detection circuit— |

Alpha particles from the source ionise the air in the chamber. Each ionisation of an
atom in the air produces a free electron and a positive ion. A free electron and
positive ion produced in this way are called an ion pair. There is a current [ in the
detection circuit when both types of charge carrier move.

When there is a fire, smoke enters the chamber and many ions and free electrons
become attached to the smoke particles. This reduces the number of available
charge carriers. The reduction in / is detected and an alarm buzzer sounds.

The radioactive source is americium—241 with an initial activity of 38 kBq and a decay
constant of 1.60 x 107 year‘l. The americium—241 emits alpha particles each with a
kinetic energy of 5.5 MeV.

The mean energy needed to ionise an atom in the air is 15 eV.

2 4
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II| Deduce whether the americium—241 source will need to be replaced during the life of
the smoke detector.
[2 marks]

half-life = In 2 / N\ = 0.693 / 1.60 x 102 = 433 years
after 30 years: A\t = 1.60 x 10 x 30 = 0.048

A = 38 e709%% = 32 x 0.953 = 36 kBqg

The half-life (433 years) is much longer than the useful life of the

detector (about 30 years), so the activity hardly falls and the source

will not need replacing.

@ Explain why the radioactive source inside the smoke detector is considered to be
non-hazardous.
[2 marks]

Alpha particles have a range of only about 4 cm in air, and they cannot

penetrate the plastic case of the detector, so no radiation escapes.

The source also has a low activity.

Question 7 continues on the next page
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El Half of the alpha particles emitted from the source enter the chamber.

Show that approximately 7.0 x 10° ion pairs are produced in the chamber in
one second when the activity of the source is 38 kBq.
[2 marks]

alpha particles entering chamber per second = 38 000 / 2 = 19 000
ion pairs per alpha = S.S x 106 eV / 1S eV = 3.67 x 10°

ion pairs per second = 19 000 x $.S x 10° / 1S = 6.97 x 10°

E Calculate the maximum magnitude of the current / due to these ion pairs when there
is no smoke in the chamber.
[2 marks]

| = @ / t, and each ion pair gives 2 charge carriers (electron and ion)

2 x6.97 x 107 x 1.6 x 1077 = 223 x 107 A

\\

I= 22 x 107 A

E An alpha particle produces 1.0 x 10* ions per mm of its path.

Deduce the total length of an alpha-particle path.
[1 mark]

3.67 x 10°

ions per alpha = §.5 x 10° /1S

length = 3.67 x 10° / 1.0 x 10* = 36.7 mm

length of path= 37 mm

stemup.co.uk

2 6 IB/M/Jan19/PH05


https://stemup.co.uk

27

@ An americium—241 nucleus has 146 neutrons and decays into an isotope of

neptunium (Np).

Complete the equation for the decay of americium—241.
[2 marks]

249 237 4

Am — Np + «
a8 3 -2

The neptunium isotope formed by the decay of americium—241 is also an alpha
emitter. Its decay constant is 1.02 x 104,

Explain using an appropriate calculation whether the presence of neptunium will affect
the magnitude of the current /.

[2 marks]
half-life of Np = In 2 /1.02 x 107 = 6.80 x 10" s

= 6.30 x 10" / 316 x 107 = 2.1S x 10° years

The Np half-life is much longer than the Am half-life (433 years), so

the activity of the neptunium is negligible and it will not significantly

change 1.
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